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LAN

WIFI SSID

WIFI Password

WIFI Safe Mode

WIFI Channel

WIFI Band

WIFI Support

Gateway

Password

Distance

SIM
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Port

WIFI

Working frequency

SLM Card

WIFI

Temperature

Power

Working frequency

Rate

DC 12V

DC12V, average 150mA, maximum 250mA

12V 1000MA power adapter include

260mm x 180mm x 50mm

600g

One key to restore factory settings

0 to 75°C

-40 to 85°C

10%-70%

5%-70%

FDD-LTE/TDD-LTE: up 50M / down 150Mbps

HSPA+: up 5.76M / down 21Mbps

TD-SCDMA: up 2.2Mbps / down 2.8Mbps

Nano sim Card

WIFI*1 4G*2

20-100M

LTE B1/B3/B8/B38/B39/B40/B41

WCDMA 2100/900MHz

TD-SCDMA B34/B39

GSM/GPRS/EDGE: 900/ 1800MHz

AUTO 1-11 COUNTRY:U5

10-40MHZ (Default=20MHZ)

802.11b/g/n

192.168.100.1

admin

WAN*1

LAN*3

MIFI-XXXX

1234567890

Open, WPA-PSK, WPA2-PSK

Description

VD-G4CH

Feature:

◆ 3G/4G Industrial indoor wifi Router

◆ 4CH LAN Port, Support 3G/4G Outside medium Sim card

◆ Power: 12V 1000MA power adapter include

◆ Dimension: 260mm x 180mm x 50mm

◆ Weight: 600g


